
Ready-to-use range

AVCRETE-LMC

A range of pre-blended dry concrete mixes
for Industrial Flooring applications

Heavy Duty Industrial Floorings

Storage & Shelf Life

AVCRETE-LMC

Avcrete-LMC is a two component system 
consisting of dry pre-blended mix of 
Ordinary Portland Cement, Graded High 
strength fine aggregates and Liquid 
polymer. Only addition of clean water is 
required for mixing.

It is available in three forms;

Avcrete-LMC is a cement based material 

and should be stored in unopened bags in a 

clean dry off condit ions. Storage 
0

temperatures should be above 5  C and 
0below 40  C.

 is a high performance 

cementitious screed based on latest in 

concrete & polymer technology. It has high 

flexural strength making it suitable for thin 

l  40 Mpa Coarse Concrete  with a 15 mm 

down coarse aggregate to be mixed in 

equal proportion by weight for 

application thickness of more than 40 

mm.

l  40 Mpa Fine Concrete with 6 mm down 

coarse aggregate to be mixed in equal 

proportion by weight for application 

thickness ranging from 15 mm to 40 mm.

l  50 Mpa Thin Concrete without any 

aggregate mixing to be applied directly 

for thickness ranging from 10 mm to 15 

mm.

 

section applications. Besides the mix has 

hard wearing graded aggregates which are 

suitable for harsh working conditions. 

It is highly suitable for use in Industrial 
environment giving hard wearing surface.

Can accept full trafficking after 48 hours of 
installation including forklift movements.

Surface preparation is of key importance 
for the performance of the product. The 
surface should be free of oil grease paint 
and other contaminants. All subfloor 
including concrete & highly polished 
surface e.g., power floated concrete, 
stone finish, etc., should always be 
mechanically tertured. Floor shall be 
swept or vacuum cleaned. Sound stable 
sub-floor construction is essential.

l  Upto 300 sqm per day can be applied by 

use of bull float & power trowels, thereby 

reducing downtime.

l  Can easily be mixed & applied for small 

projects.

l  Suitable for Commercial & Industrial 

applications.

l  Can be left exposed as wearing surface 

or overcoated.

l  Available in range of colors- Terracota, 

Blue, Green & Natural color.

l  Suitable for Commercial & Industrial 

applications.

Preparations



Priming
Cleaned concrete should be washed & 
excess water removed so as to make the 
surface damp.

Applying single coat of Cement mixed with 
AVCRETE liquid component, add 2 parts 
of water for brushable consistency.

Mixing Instructions

l  AVCRETE-LMC- should be mixed in 

forced action pan or drum mixer.

l  Empty the Powder & Liquid component in 

the mixer & blend it uniformly, add 9-10 

lits of water for 50kg powder component.

l  Place the concrete when mixed evenly 

on tacky primer coat.

l  Ensure that it is well compacted, so that 

there is no entrapped air.

l  Finish the concrete as desired e.g., 

tamped, brushed & power troweled.

l  Curing is essential for the durability of 

concrete.

l  Continuous water spraying so as to keep 

it damp or covering with wet Hessian 

cloth.

l  Curing compound can be applied if 

immediate overcoating is not desired or 

Colored AVCRETE is installed.

AVCRETE-LMC is supplied in 50 kgs bag 

which yields 0.022 cum of concrete.

Curing

Yield

Health and Safety

Full health and safety 

information can be supplied on 

request. The unmixed powder 

is irritant as is any cement 

containing product and skin 

contact should be avoided.

Technical Info

Compressive strengths        40- 50 Mpa

Flexural strengths      4.5 to 7.5 Mpa

Adhesion strengths      2 Mpa

Foot traffic      24 hours

Storage       6 months in dry conditions

For further information:

Technical Helpline: 020-433 2066

Tel./Fax: 020-432 1966

E-mail: ctatpl@satyam.net.in

2, ‘VASTU CHAYA’, 326, Navi Peth, 
Pune 411 030,  India.

All technical information is the result of independent testing and is provided in good faith. 
No warranty is implied as application and site conditions are beyond our control.

AVCON  TECHNICS  PVT. LTD.
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